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Use as a tinting color:
For tinting emulsion and latex paints, synthetic resin 
plasters, and similar water-based materials. The colors 
marked with an S are suitable for tinting silicate paints 
(max. addition amount 10%). These include the following 
colors: 901, 902, 903, 904, 905, 906, 937, and 945. The 
processing guidelines for the tinted product apply.

Important Information: 
Mix different batch numbers together before use. 
Depending on the dispersion and substrate used, color 
variations may occur. Do not process at object and ambient 
temperatures below +5°C. Clean tools with water 
immediately after use. Keep out of reach of children. In 
case of contact with eyes, rinse immediately with water. Do 
not inhale spray mist during spray application.

EU VOC limit for this product (Cat.: A/a, Wb) = 30 g/l 
(2010). VOC content of this product max.: 1 g/l.

Please refer to the safety data sheet for safety-related 
information. Current safety data sheets are available on our 
website at www.pufas.de www.decotric.de or at sds@pufas.de/
sds@decotric.de.

Storage:
Store in a cool but frost-free place! Keep the containers 
tightly sealed 

250 ml 
750 ml 

Available sizes: 
PE-bottle
PE-bottle
PE-bucket  2,5 l 

 Instructions for use: : 
 Full-Tone and Tinting Paints FixColor s are suitable for modern 
paint designs for façades and living space as well as for 
shading standard commercial, water-based emulsion, 
dispersion, latex, wall and ceiling paints and also for synthetic 
resin plasters and plastic. 
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Technical specifications:: 
Components: 

Surface preparation:
The surface must be dry, firm, dust and grease free. Remove old, 
peeling wallpapers and flaking coats of paint using Wallpaper 
Remover. Make good cracks and holes using decomur Interior 
Super Bonding Filler or pufamur Exterior Filler. Prime highly 
sanding, absorbent and chalking surfaces with decotric Deeply-
Penetrating Primer - solvent free or LH. 

Preparation
Apply with a brush, roller, or a suitable sprayer. For the base 
coat, the paint can be diluted with max. 10% water. Once the 
base coat is completely dry, apply the top coat undiluted or 
with a maximum of 5% water added. At +20°C and 65% 
relative humidity, the drying time is approx. 12 hours. At lower 
temperatures and/or higher humidity, the drying time will be 
longer. The colors marked with an * are only to be used for 
exterior coatings in full tone. These include the following 
colors: 907, 908, 909, 915, 923, 924, 935, 947, 940, and 946.

Consumption: 
Approx. 150–200 ml/m² for one coat, depending on the 
condition of the surface. Determine the exact amount 
needed by applying a sample to the surface.

Full-Tone and Tinting Paints FixColor

for colour painted finishes and for tinting white emulsion paints
wet-scrub resistance class 2 to EN 13300
weather-resistant
suitable for airless spray application
for indoor and outdoor use
airless sprayable
 

Synthetic resin emulsion, coloured pigments 

Density:    approx. 1.40 g/cm³ 
pH-value:   approx. 8.5 
Gloss level 
according to EN 13300:  Silk matt 
Wet Scrub resistance 
according to EN 13300:  Class 2 
Usage:    150-200 ml/m² per coat
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